CORE—DRILL HOLE IN WALL.
OPENING TO BE TYPICALLY

1 PIPE DIAMETER LARGER

THAN THE NEW SEWER.

AFTER PIPE INSTALLATION, FILL
VOIDS AROUND PIPE COMPLETELY
WITH NON—SHRINK GROUT.

MANHOLE WALL

INSTALL CONCRETE COLLAR ALL
AROUND NEW PIPE. CONCRETE
SHALL BE MIN. 3,500 PSI.

— 8" MIN.

MATCH NEW PIPE TO MANHOLE
INVERT ELEVATION. ADD GROUT
AS NECESSARY TO PROVIDE A —
SMOOTH TRANSITION &
CHANNEL. SEE NOTE 2.

\NEW SEWER PIPE

8" MIN. #57 STONE
ALL AROUND PIPE
ABOVE AND BELOW

MANHOLE BASE 8" MIN.

NOTES:

1. REFER TO THIS DETAIL WHEN CONNECTING NEW SEWER PIPES (INCLUDING SERVICE
LATERALS) TO EXISTING MANHOLES OR NEW MANHOLES WHERE FLEXIBLE COUPLINGS ARE
NOT USED.

2. THIS DETAIL DEPICTS THE NEW SEWER ENTERING AT THE EXISTING INVERT ELEVATION. THIS
WILL NOT BE THE CASE FOR ALL MAIN SEWERS. PROVIDE A SMOOTH TRANSITION AND
INVERT CHANNEL FOR ANY INCOMING ELEVATION PER DETAIL WW-1.

NEW SERVICE LATERALS WILL ENTER MANHOLES ON TOP OF THE BENCH. REFER TO DETAIL GREER COMMISSION OF PUBLIC WORKS
WW=15. PROVIDE AN INVERT CHANNEL ON THE BENCH PER DETAIL WW-15. NEW PIPE CONNECTION TO EXISTING MANHOLE
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