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RESILIENT
CONNECTOR
BOOTS W/ S.S.
STRAPS (SEE
DETAIL WW-5)

PLAN

CONC ENCASEMENT
(OR BRICK)

6” MIN.
(TYP)

rSEWER
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DROP PIPE

NOTE: SEE DETAIL WW—1 ]

FOR INFO NOT SHOWN
HERE

CROWN ELEV. 0.2

ABOVE CROWN
ELEV. OF MH
OUTLET PIPE

OR AS DIRECTED
BY ENGINEER

FORMED INVERT

12" MIN.

4" [MIN

PARTIAL SECTION

GREENVILLE P107

/ CAST—-IRON VALVE BOX
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6” MIN. COMPACTED #57 STONE

REDUCER TO SUIT MIN.

4” CLEAN-OUT

CROSS TO BE SAME

MATERIAL AS SEWER LINE
WASHED STONE:

6” ABOVE PIPE

BACK FILL W/WASHED STONE

4:- DROP CONNECTION IS SAME
SIZE & TYPE AS SEWER
90° BEND

CONCRETE ENCASEMENT
6” MIN. COVER ALL AROUND
DROP CONNECTION.

DRILL 2—3/4” @ HOLES X 6" DEEP
IN PRECAST BASE @ 12” C-C.
PLACE 2 #4 BARS X 12" LG IN
NON—SHRINK GROUT.

GREER COMMISSION OF PUBLIC WORKS
TYPICAL PRECAST DROP MANHOLE (TYPE 3)

WITH EXTERNAL CLEAN-OUT
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