30"¢ LOW PROFILE CAST IRON FRAME & COVER
(MIN. TWO 1” VENT HOLES) V—1600—4 BY
EAST JORDAN IRON WORK, INC. OR EQUAL

COVER SET AT GRADE

SEE DETAIL WW—4 FOR COVER CASTING WHERE SHOWN ON PLANS.
M.H. STEPS
@ 16” O.C.

Z AN

2" COMBINATION SEWAGE AIR RELEASE VALVE. _/_\ \_
ARl MODEL D-025 OR APPROVED EQUAL.\ 14

USE MODEL D-020 (STAINLESS STEEL) AT
AIR VALVE NEAR PUMP STATION.
6'¢ M.H. SECTION, LENGTH TO SUIT.—— %

TINDALL G72 SERIES OR EQUAL.

2" BRASS GATE VALVE\\
2" BRASS NIPPLE——|_|

RSTRSTRSTRS

NOTE:

ALL MJ TAPPED TEES
SHALL HAVE 401 PROTECTO

INTERIOR COATING. 5'=0" MIN.

i

)= 0.~ 0i0.~0.4

SUPPORT M.H. ON CONC. BRICKS. PIPE SHALL
NOT SUPPORT M.H. WEIGHT. BRICKS TO BE LAID
PERPENDICULAR TO M.H. BACK TO BACK.

COMPACTED 3/4” WASHED STONE

6”@ MJ TAPPED TEE W/ 2" TAP
(FOR HDPE PIPE PROVIDE CLAMP
AND TAP FOR TRANSITION TO 27

BRASS).
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