30" ¢ LOW PROFILE CAST IRON FRAME AND
COVER (MIN. TWO 1” VENT HOLES) V—1600—4
BY EAST JORDAN IRON WORKS, INC. OR EQUAL.
(SEE DETAIL WW—4)

PROVIDE SCREENED DOWNWARD FACING
ELBOW ON VENT PIPE

EXISTING GRADE

TS

(SUSYSTS

INSTALL AT

4’—6” MINIMUM DEPTH*

! VULCANIZED BUTYL RUBBER SEALANT
/W/ TONGUE & GROOVE JOINTS

£ CRISPIN MODEL "C" AIR RELEASE VALVE

MANHOLE STEPS—|

; PRECAST CONCRETE MANHOLE
/W/ DOGHOUSE BASE

@ 16" O.C.

2” NIPPLE & BALL VALVE.

BALL VALVES, ETC. TO BE

(; ALL PIPING, NIPPLES, PLUGS,
SCHEDULE 40, TYPE 340

*VERIFY DEPTH FOR

STAINLESS STEEL OR BRONZE

COMPATIBILITY WITH i
EQUIPMENT PROVIDED a4
a4

STRS

DUCTILE IRON SERVICE
SADDLE TAPPED 2" NPT
W/ DOUBLE STAINLESS
STEEL STRAP—-CARRIER
PIPE DRILLED 2”. USE
PVC SERVICE SADDLE
WHEN TAPPING PVC.

R SRS

~ 4'—0"¢ MANHOLE N

SEAL VOID W/
NON—SHRINK GROUT

2 a4 944

Y A244844% 4 4 444 ,

ST
CRUSHED STONE, 9” MIN.

& ARG A Ay A AAGIGE ZA4, 44,44
et ST TR
0| 294424 AT A G084 94745, %34%4 ‘Zf

o
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