NEW CARRIER PIPE
(DIP REQUIRED)

RW

NOTE 1

\ 4

PAVEMENT WIDTH R

NOTE 1

- STEEL CASING PIPE
/ % MIN. STEEL CASING SCHEDULE
in 1
(z I z) DIP STEEL | MINIMUM
- i I WL CASING | WALL
SIZE SIZE _ [THICKNESS
& 10" 0.250"
6" 12" 0.250"
A A g 6" 0.250"
\/\ 10" 18" 0.250"
BORE PIT LOCATIONS. BORE PIT LOCATIONS. 12" 27 0.312"
TEMPORARY CONSTRUCTION TEMPORARY CONSTRUCTION 147 2& 0.312"
OR PERMANENT EASEMENTS OR PERMANENT EASEMENTS o 55 04T
MAY BE REQUIRED PLAN MAY BE REQUIRED 16" 30" 0.406"
18" 30" 0.406"
30” MIN. FOR CONTROLLED 20" 36" 0.469"
ACCESS ROADS & 5' MIN. FOR @ PAVEMENT 24" 35" 0.562"
PRIMARY AND SECONDARY ROADS 30" " 0.562"
(SEE NOTE 1), OR AS REQUIRED BORING DISTANCE 36" 57" 0.562"
BY COUNTY/DOT ENCROACHMENT 1N | VARES
PERMIT S
DIP — CENTER PIPI .D. OF JOINTS
J— —%— IN' CASING.
2
=
X 8" COVER AT QUTSIDE OF CASEMENT PIPE
™ TS PIPE o WTH 2 COATS (16 MILS) OF COAL
N R AR N s
=T u A
Q & 45 *45°
. CAS!'NG SEACERS - S'_!'m SPACERS — MIN.
'ZT W A 1/4” X 6" WIDE W/ 4" RUNNERS BY CASCADE
WATERWORKS MFG. CO. OR APPROVED EQUAL.
\ COAT W/ 'COAL TAR EPOXY M!N. 16 MILS.
SPACE 10° ON CENTER AND 5° FROM EACH
STEEL ENCASEMENT PIPE END FOR DIP.
ENCASEMENT PLUG
RUBBER W/ S.S. BANDS
PROVIDE SUPPORT WITH SPIDERS LOCATED TYP. EACH END
BEHIND THE BELLS AND MID—PIPE CASCADE CCES
(10° ON—CENTERS, MAXIMUM SPACING) CASING END SEAL
CASING END < SPIDER DETAIL
SECTION A—A EQUAL
NOTES:

1. THE NEAR EDGE OF THE PIT CAN BE NO
CLOSER TO THE EDGE OF THE TRAVELWAY
THAN ITS DEPTH BELOW THE SURFACE OF
THE TRAVELWAY UNLESS BULKHEADED.

2.ALL PIPE WITHIN AND TO 5 OUTSIDE THE
CASING TO BE D.I.P.

3.ALL PIPING IN CASING SHALL UTILIZE LOCKING

GASKETS SUPPLIED BY THE PIPE MANUFACTURER.

CASING PIPE
BORE AND JACK DETAIL
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